










Mars640  (VGA) Lens Option

Lens focus (mm)

Resolution

Pitch (um)

FOV ((HxV, °))

Detection Distance (M)

Recognition Distance (M)

Identification Distance (M)

6.2

640x480

12

75x55

238

60

30

7.5

640x480

12

61x45

288

72

36

9.1

640x480

12

48.6x38.6

350

87

44

13.5

640x480

12

32x26

519

130

65

19

640x480

12

23x17.3

730

182

91

25

640x480

12

17.3x13.1

960

240

120

50

640x480

12

8.8x6.6

1921

480

240

Mars320  (QVGA) Lens Option

Lens focus (mm)

Horizontal Res.

Pitch (um)

FOV (HxV, °)

Detection Distance (M)

Recognition Distance (M)

Identification Distance (M)

6.2

320x240

12

36x27

238

60

30

7.5

320x240

12

30x22

288

72

36

9.1

320x240

12

23.8x18

350

87

44

13.5

320x240

12

16.2x12.2

519

130

65

19

320x240

12

11.5x8.7

730

182

91

25

320x240

12

8.8x6.6

960

240

120

50

320x240

12

4.4x3.3

1921

480

240

Creative Sensor Inc.

Mars Series - LWIR Camera Module -

Lens Option

·  Image Display : Detection (2x2 pixel) / Recognition (8x8 pixel) / Identification (16x16 pixel)
·  Object Size : Adult (1.7m x 0.5m )  rectangle area transform a side length = 0.92 m
·  Other lens upon request

Mars640 w/ 19mm lens ( FOV 23˚x17.3 ˚) to facilities about 60MField Test Performance


